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• New veined colour range

• Now available in 40mm on selected colours

• Tested to FIRA Industry Standards

• A selection of beautiful colours

• Strong, durable and scratch resistant

• Non-porous, hygienic and easy to clean

• Stain & heat resistant

• No polishing or sealing

• Crystalline quartz quality

• Uniform colours and thickness

• 10 Year Limited Manufacturerʼs Warranty
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METALLICA COLOURS

Silver Dust (2)

Cosmic Black (1) Argyll Mist (2) Astro Black (2)∆ Bluebell (2)†

Brown Patina (1) Carbon Black (1)∆ Cocoa (1) Pale Sand (1)†∆

Grampian Beige (2)∆ Mezzanine Grey (2)† Astro Black (2)∆ Scottish Rose (2)†

Seascape(2) Steel (2)†
Cappucino (2) Desert Crystal (2)

Palma Brown (2)†
Praline (2)
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Iridium (2) Strontium (2) Tungsten (2) Titanium (2)

Chromium (2)



CONCRETE COLOURS

Apollo® Quartz is made from 93% quartz with the remaining 7%
polymer binder. and has the look and feel of granite but
provides a much more consistent and solid through colour.
The addition of Apollo® Quartz can provide the finishing touch to
your kitchen design, with beauty and elegance that will last a
lifetime.

Portland Grey (2) Chiffon White (2)Hazelnut (2) Oyster Grey (2)

Some colours now available in 40mm thickness.
† Please request a sample prior to manufacture as these colours

can differ in shade
* May be slight random dark pigments
∆ Available in 40mm thickness

Sand Beige (2)

BAND 3 COLOURS

Ciele Noir Lyskam
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Double Bevel Imperial

Single Ovolo

Single Pencil*

Double Pencil*

* 6mm standard radius

Full Bullnose

Edge Details
The edge detail can completely change the appearance of a
worktop.

The more complicated the edge detail, the higher the cost, as this
is highly skilled and labour intensive.

A double bevel edge is included in the linear metre price of a
worktop, but all other edges carry an additional charge.

Certain Apollo® Quartz colours are available in 40mm, subject to
vailability, with up to an 8 week lead time.

Birds Beak and Milano edges are only available in 20/20mm,
whilst Venetian is only available in 30/30mm.

Square polished edges are no longer available; a small bevel will be
required.

Special Edge Details

Birds Beak

Milano Venetian
30/30mm Edges

Only available in 20/20mm Edges

Drainer Grooves
5 groove drainer or
3mm recessed drainer
available.
Recessed drainers are
sometimes duller than
the worksurface.

Deeper Downturns
The very latest in manufacturing technology enables us
to offer a 20mm Apollo® Quartz worktop with a downturn of
60-100mm in a limited range of colours.
Worktops are only available in straight runs, with a single bevel
edge detail.
Please contact our sales department for further details.
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Polished Sink Cutout/
Unpolished Sink/Hob Cutout∆

Cut outs

Scribed JointButt Joint

Joints
A scribed joint (sometimes referred to as a Masons Mitre Joint)
is required when making a joint where an Imperial, Bullnose,
Ovolo, Milano or Venetian edge is specified.
This jointing method enables the edge detail to be continued
around the corner.

End Panels
The normal joint for these materials will be a butt joint ending
with a 5mm overhang. Also available as extras are flush fitting
butt joint and a flush fitting mitred joint. In all instances the panel
will be manufactured to the correct height as this material is not
easily scribed to the floor.

Normal butt joint
(5mm overhang)

Flush butt joint

∆ please note, there is no warranty on recessed hobs

Belfast Sink Cutout
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Return Ends

Double Notch

Internal Splay*

Double Radius*

Single Radius*

External Splay

Break Front*

Full/Part Return

100mm

Curved

upstand

Please Note
*Internal profile edges on all edge details other than bevel edge
must have a radius of at least 60mm.

Upstands are not cut from the same slab as the worktop,
therefore there maybe a slight colour variation.

Please specify end panel required at the quotation stage.

Triple Notch

Upstand
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Introduction
Apollo® Quartz is made from 93% quartz and crushed glass, with the
remaining 7% polymer binder.
• Complete with polished finish.
• Extremely hard, 7 on the ʻMohʼs Hardness scaleʼ.
• The quartz used coupled with high-performance, stain resistant

polymers results in a durable, non-porous, chemical resistant
surface.

• Apollo® Quartz keeps its lustrous gloss and ultra-smooth surface
without polishing. Because it is non-porous, it does not require
sealants or waxes.

• Apollo® Quartz tolerance is ±2mm

Joints
Apollo® Quartz joints are finished with a small ariss to the top edge.
Silicone sealant is applied to prevent water ingression. The finished
joint will be tight butt joined with a small v groove on the surface.

Thermal Expansion
Due to thermal expansion Apollo® Quartz can expand up to 1mm
per metre. A gap of at least 3mm should be left at each end of the
worktop when fitted and filled with decorators caulk. When Apollo®

Quartz is joined to other materials (such as glass, steel or wood)
an elastic type of adhesive, for example polyurethane, is required
for expansion.

Overhangs and supports
Any overhang which extends more than 300mm must be supported
and worktops should be supported every 600mm.

Hob & Sink Cutouts
• A minimum of 200mm is required between two hob cutouts.
• A minimum of 100mm is required between hob and sink cutouts.
• A minimum of 70mm is required between two sink cutouts.
• Sink cutouts are placed 80mm from the worktop front edge
• Splash backs and upstands over 100mm high must have a

minimum gap (Electric 50mm, Gas 150mm) at the rear of the hob
Please note: there is no warranty on recessed hobs and that
finished edges of recessed hobs may be serrated and chipped.

Internal Radius
Internal profile edges on all edge detail other than bevel edge
must have a radius of at least 60mm. Bevel edges donʼt have this
constraint as they are hand finished.

Upstands
Upstands should ideally be 100mm high, as material less than
this height is extremely fragile. Upstands are not normally cut
from the same slab as the worksurfaces, therefore an exact
colour match is not possible.
Apollo® Quartz upstands are straight and rigid, gaps will be visible
where there are variations in the wall profile. Plastering or tiling
should ideally be completed after the worksurface installation.

Scratches
Apollo® Quartz is scratch resistant but not scratch proof. Small
scratches less than 25mm in length are considered within tolerance
by the manufacturer and are considered acceptable.

Stainless Steel Sinks/Undermount
Specify the preferred under -mounting of Stainless Steel Sinks,
flange shape/flush or overhang
Silicone sealant may be rendered ineffective when plumbing the sink
in, it is important that the sink is re-sealed by the plumber, or the 12
months warranty will be invalidated.
If a waste disposal unit is fitted to an undermounted sink after
installation, additional support will be required, otherwise your
warranty could be invalidated

Handling
For installations you will need to supply additional labour on orders
which have worktops weighing above 150kg. Every additional 75kg
requires an extra person to assist with lifting.
Size of ʻscantʼ or ʻslabʼ is a major factor in selecting the maximum
usable length of a work surface. Approximately 3m x 1.3m is the
largest worksurface we are able to manufacture, this may be
drastically reduced if you require a cutout.
Due to the weight of Apollo® Quartz, please ensure
that your units are level and securely fixed.

FIRA Tested
Products are checked against BS 6222:Part
3:1999 Durability of Surface Finish for Worktops by
the Furniture Industry Research Association which
demonstrates performance against physical and
chemical damage.

Hot Stuff
Pan Rests are aesthetically pleasing and provide a solution to the
problem of hot pans on worktops.
Hot pans can cause thermal shock when placed on a worktop and
the consequences can be both dangerous and can damage
worktops.
Please advise of your preferred configuration and whether stainless
steel or brass is required (200mm, 300mm and 400mm long).
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AESTHETICS
Colour Variation
Since Apollo® Quartz is manufactured from natural quartz,
variations in the colour, size, shape and pattern of the stone
may occur, depending upon the amount of natural quartz
material and polymer in the surface. Unique characteristics are
to be expected with this product. Such variation does not affect
the products performance in any manner. Samples are only
representative and are not an exact replication of what will be
installed.

Apollo® Quartz is manufactured on a continual processing line.
Each mixed batch only produces around 150 - 200 slabs so
colour can vary slightly between batches.

Properties
• Scratch resistant
• Easy to clean
• Non-porous and hygienic
• Stain & heat resistant
• No polishing or sealing
• Uniform colours and thickness

WEIGHT TO AREA RATIO kg/m2
Thickness 20mm 30mm 40mm
Weight 48.2 72.3 96.4

MAX WORKTOP LENGTH WITH CUTOUT
Polished Unpolished

20mm 2.1m 2.5m
30/40mm 2.4m 2.8m

MAX UPSTAND LENGTH
60mm high upstand 100mm high upstand

20mm thick upstand 2m 2.4m

Important - please note

• Engineered stone is manufactured in batch processes

and includes naturally occurring components. Some

colours have different levels of pigmentation and/or

particle distribution. This may lead to variation in the

aesthetic appearance of the worktop.

• Engineered stone is vibrated to remove any air trapped

during manufacture and it is common to find very small

air holes in the surface.

• Plain colours are prone to contamination (e.g. light

colours show small dark spots while darker colours may

show lighter spots) and occasional contrasting coloured

stone chips can be expected in material of natural origin;

these are not defects in the material.

• Where mirror reflectors form part of the matrix of the

worktop their distribution and orientation will be random;

it is not possible for all mirrored flecks to be facing the

surface; where surface mirror flecks become detached

these may sometimes be repaired using a resin filler.

• This process is industry recommended and does not
affect the 10 Year Manufacturerʼs Limited Warranty.
Sheridan endeavour to produce your worksurface without
any voids or air holes, inevitably this is not always
practical or possible.
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Caring for Apollo® Quartz
Apollo® Quartz worktops not only look very attractive and exude
quality; they are naturally hardwearing and will withstand the
rigours of everyday use.

Apollo® Quartz is the naturally beautiful, durable and hygienic
quartz surface material; it is characterised by superior strength
and durability. Building on its natural quartz core, it has
exceptional strength and toughness, making it resistant to
impact and difficult to scratch, chip, crack or dull. This durability
means that with routine care, it will retain its ultra-smooth,
lustrous looks for many years. Like all fine materials, Apollo®

Quartz responds best when handled with care and attention.
Exceptionally hard and cool to the touch Apollo® Quartz is also
non-porous and stain resistant making it thoroughly hygienic and
easy to maintain.

Your Installation & Maintenance Kit contains all of the items
required to help keep your new worksurface in pristine condition.

Stone Guard is an anti-bactericidal surface cleaner specially
formulated to tackle grease and grime leaving surfaces sparkling
clean with a residual antibacterial effect.

Matt Stone Paste† is formulated for deep cleansing and
restoration of matt quartz surfaces.

Important: Please read and follow instructions carefully
before using either of the above products. Always wear rubber
gloves when using chemicals to prevent any cracking, drying or
other reaction to your skin.

Every day cleaning (polished & matt surfaces)

Remember, it is always easier to wipe up a spill than to have to
deal with a dried-on stain.

• Polished quartz must not be rubbed with abrasive materials.

• Wipe the worksurface, with a damp cloth and the Stone Guard
cleaner, (supplied in the Maintenance Kit), to remove any oils
and fat. Buff dry with a soft white cloth (also in Kit).

• If any stains need further attention, allow the Stone Guard 30
seconds contact time, before wiping and rinsing.

Persistent stains (polished surfaces)

• First try the Stone Guard and allow a longer contact time.

• Where necessary (for raised, persistent marks) wash as above
using a white, non-abrasive pad.

Persistent stains (matt surfaces only)

• First try the Stone Guard and allow a longer contact time.

• For any other serious mark that seems as if it can not be
removed with regular cleaning use a wet white abrasive pad
with a little Matt Stone Paste. Apply, with plenty of water, in a
large circular motion and the whole top cleaned at the same
time. Rinse well with hot soapy water and dry with a clean tea
towel or cloth as above.
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