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• Timeless beauty

• Formed by volcanic action millions of years ago

beneath the earths surface

• One of the hardest substances on earth

• Easy to clean and maintain

• More than 25 standard colours now available

• Ideal for kitchens and bathrooms

• Extremely hard wearing and won t scratch under

normal use

• 10 Year Manufacturer s Limited Warranty

naturally
granite
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APOLLO® GRANITE 1A

APOLLO® GRANITE 1B
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Honed finish: A process of flattening the surface of the granite,
to give a flat low sheen and a surface without reflection.
The granite will have a matte like appearance.

Leather finish: A finish resulting from treating the stone surface
with a coarse wire rotary brush, creating a smooth but
undulated, leather like finish.

Azul Platino (2) Kashmir White (2) Verde Ubatuba (2) Nero Diamante (3)

SA Bon Accord (3)†#Ø Tan Brown (3)

Ivory Fantasy Steel Grey Spice Black Black Pearl

Viscon White New Veneziano Moonlight Baltic Brown

GROUPS 2 & 3
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Flamed & Brushed: Extreme heat is applied to the surface to
create a deeply textured surface. This surface is then also
brushed with a coarse wire rotary brush resulting in some of the
roughness being removed - a textured, lightly rippled and smooth
finish is achieved.

Images of scants, which show the full extent of veining and
patterns, are available on our website.



† Available with 60 - 100mm Downturn Leather finish only # Honed finish Ø Flamed & Brushed finish

Please Note
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Producing the rustic finish creates minute fissures in the stone,

which increase the liquid absorption and its retention of dirt and

pollutants. This increase in the materials porosity will allow

substances such as cooking oil and grease to penetrate on

contact resulting in a stain that would be clearly evident. Please

ensure that potential customers are aware that these finishes

require high maintenance in the form of sealing and cleaning.

GROUPS 4, 5 & 6

Kashmir Gold (5) Blue Pearl GT (6)† Emerald Pearl (6)† Nero Bellissimo (6)

Star Galaxy (6 Matrix (6) Antique Pearl (7)

Emerald Black (4)† New Venetian Gold (4) Nero Absoluto (5)†#Ø Giallo Veneziano (5)†
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Double Bevel Imperial

Single Ovolo

Single Pencil*

Double Pencil*

* 6mm standard radius

Full Bullnose

Edge Detail

The edge detail can completely change the appearance of a

worktop.

The more complicated the edge detail, the higher the cost, as this

is highly skilled and labour intensive.

A double bevel edge is included in the linear metre price of a

worktop, but all other edges carry an additional charge.

Birds Beak and Milano edges are only available in 20/20mm,

whilst Venetian is only available in 30/30mm.

Double bevel is standard - other edges additional cost

available in 20mm, 20-20mm & 30mm thickness

(Granite is also available in 40mm, subject to availability,

can be up to 8 weeks lead time).

Special Edge Detail

Birds Beak

Milano Venetian
30/30mm EdgesOnly available in 20/20mm Edges

Drainer Grooves

Grooved drainer or 3mm
recessed drainer available.

Recessed drainers are
sometimes duller than the
worksurface.

Deeper Downturns

The very latest in manufacturing technology enables us to offer
a 20mm granite worktop with a downturn of 60-100mm in a
limited range of colours.

Worktops with deeper downturns are only available in straight
runs, with a single bevel edge detail.

Please contact our sales department for further details.
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Return Ends

Double Notch

Internal Splay*

Double Radius*

Single Radius*

External Splay

Break Front*

Full/Part Return

100mm

Curved

Polished Sink Cutout/
Unpolished Sink/Hob Cutout

Cut Outs

Scribed JointButt Joint

upstand

Joints
A scribed joint (sometimes referred to as a Masons Mitre Joint)

is required when making a joint where an Imperial, Bullnose,

Ovolo, Milano or Venetian edge is specified.

This jointing method enables the edge detail to be continued

around the corner.

End Panels

The normal joint for these materials will be a butt joint ending

with a 5mm overhang. Also available as extras are flush fitting

butt joint and a flush fitting mitred joint. In all instances the panel

will be manufactured to the correct height as this material is not

easily scribed to the floor.

Please Note

*Internal profile edges on all edge details other than bevel edge

must have a radius of at least 60mm.

Upstands are not cut from the same slab as the worktop,

therefore there maybe a slight colour variation.

Please specify end panel required at the quotation stage.

Triple Notch

Normal butt joint
(5mm overhang)

Flush butt joint

please note, there is no warranty on recessed hobs

Belfast Sink Cutout

Upstand

naturally
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Introduction
Formed millions of years ago, granite is one of the hardest
substances on earth, rating 7 on Moh s hardness scale.

Joints
Granite joints are finished with a small arris to the top edge.
Silicone sealant is applied to prevent water ingression. The finished
joint will be tight butt jonted with a small v-groove on the surface

Thermal Expansion
Due to thermal expansion granite can expand up to 1mm per
metre. A gap of at least 3mm should be left at each end of the
worktop when fitted and filled with decorators caulk. When granite
is joined to other materials (such as glass, steel or wood) an
elastic type of adhesive, for example polyurethane, is required for
expansion.

Overhangs and Supports
Any overhang which extends more than 300mm must be supported
and granite should be supported every 600mm..

Hob and Sink Cutouts
Granite sink / hob cut outs are barred front & back (fitting of steel
support bars to give additional support to cutouts), Without steel
supports bars, the length of a cut out is reduced considerably.

Large cut outs need to be scored and cored on occasions. This
leaves the corners of the cutout in place, ready for removal on-site
by the installer.

Granite is susceptible to 'blowing out' (the arris should be removed
from all edges, leaving a small bevel). Blowing out occurs when
contact is made with the material whilst cutting or grinding. This is
very common in large particled granite. ie. we fill and seal the
affected areas with epoxy resin (colour may vary) to ensure the
material is not left with any sharp edges or chips .

Please note: there is no warranty on recessed hobs and that
finished edges of recessed hobs may be serrated and chipped.

Slips (kit form) around sink and hob cut-outs are fitted in certain
circumstances, if tops are too long and depending upon type and
size of cutout, etc.

• A minimum of 200mm is required between two hob cutouts.

• A minimum of 100mm is required between hob and sink cutouts.

• A minimum of 70mm is required between two sink cutouts.

• Sink cutouts are placed 80mm from the worktop front edge

• Splash backs and upstands over 100mm high must have a
minimum gap (Electric 50mm, Gas 150mm) at the rear of the hob

Internal Radius
Internal profile edges on all edge detail other than bevel edge must
have a radius of at least 60mm. Bevel edges do not have this
constraint as they are hand finished.

Upstands
Upstands should ideally be 100mm high, as material less than this
height is extremely fragile. Upstands are not normally cut from the
same slab as the worksurfaces, therefore an exact colour match is
not possible.

Granite upstands are straight and rigid, gaps will be visible where
there are variations in the wall profile. Plastering or tiling should
ideally be completed after the worksurface installation.

Scratches
Granite is highly scratch resistant but not scratch proof. Small
scratches of less than 25mm in length are within tolerance and are
considered acceptable.

Staining
Although granite is one of the least absorbent stones, it can still be
stained by grease, wine, coffee, nicotine, fruit juices and other
strongly coloured substances. Granite worksurfaces are sealed upon
installation and must be resealed every 6 months. Any spillages
must be removed immediately as delay could result in permanent
damage.

Stainless Steel Sinks/Undermount
Specify the preferred under -mounting of Stainless Steel Sinks,
flange showing/flush or overhang.

Silicone sealant may be rendered ineffective when plumbing the sink
in, it is important that the sink is re-sealed by the plumber, or the 12
months warranty will be invalidated.

If a waste disposal unit is fitted to an undermounted sink after
installation, additional support will be required, otherwise your
warranty could be invalidated

Hot Stuff
Pan Rests are aesthetically pleasing and provide a solution to the
problem of hot pans on worktops.

Hot pans can cause thermal shock when placed on a worktop and
the consequences can be both dangerous and can damage
worktops.

Please advise of your preferred configuration and whether
stainless steel or brass is required (200mm, 300mm and 400mm
long).

For further information Tel: 0845 618 2800 Fax: 0845 618 2824 sales@sheridan-uk.com www.sheridan-uk.comG7
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Handling
For installations you will need to supply additional labour on orders

which have worktops weighing above 150kg. Every additional 75kg

requires an extra person to assist with lifting.

The size of scant or slab is a major factor in selecting the

maximum usable length of a work surface. Approximately 2.8m x

1.3m is the largest worksurface we are able to manufacture. This

may be drastically reduced if you require a cutout, especially in

granite with larger crystals.

Due to the weight of granite, please ensure that your units are

level and securely fixed.

Pitting and Veining
As granite is a natural stone, pitting and veining will occur in

random distribution of swirls. Variations in shade or areas of

contrast will also appear within the body of the worksurface. If a

customer is looking for consistency they should be guided to plain

granite or quartz.

Fissures, Blemishes and Natural Flaws
Some level of what could be referred to as spots or blotches are

inherent in the material. Small fissures are a common feature in

any granite and these natural flaws were present at the rock

formation. This is part of what makes the product unique.

Colour Variation (Drainers)
Drainer grooves and recessed drainers may be duller than the

rest of the polished surface. Colour matching is not always

possible as granite can vary dramatically throughout each scant.

Samples provided should be used as a guide only.

We will not accept any colour match issues from material that

has come from the same scant.

Points of Note
The molecular structure renders granite very stable and rigid.

It will not bend or flex, therefore granite is not suitable in long

span applications.

Limiting factors like access, stairs, service lift size, and the

fragile nature of the worktops should also be taken into

consideration.

Breakages may occur during the manufacturing process,

should this be the case, delays are possible.

Granite is cut into slabs from a 4m3 block, which weighs around

10 tonnes. Cutting can take up to a week and can reveal

variation in the consistency, colour and thickness throughout

the block.

Thickness Variation
Due to the nature of granite, thickness of worktops can vary

slightly. Sheridan endeavour to keep this variation within a

tolerance of ±2mm. Worksurfaces are shimmed up with

laminate packing on site, adjusting the thicknesses to suit each

installation.

Where two pieces that butt up together vary in thickness, the

thickness of the thicker top will be changed and blended to

match the thinner top.

WARRANTY
All Sheridan products carry
a 10 Year Manufacturer s
Limited Warranty!
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Weight to Maximum Length (metres) Maximum
Area Ratio Worktop with Cutout Length (mtr)
Kg/m2 Upstand for

Height

COLOUR 20mm 30mm 40mm Unpolished Polished Unpolished Polished 60mm 100mm
Deep Deep Deep Cutout Cutout Cutout Cutout Upstand Upstand

Apollo® Granite
Ivory Fantasy 62 93 124 1.7 2.0 2.0 2.3 1.5 2.0
Black Pearl 62 93 124 1.7 2.0 2.0 2.3 1.5 2.0
Spice Black 62 93 124 1.7 2.0 2.0 2.3 1.5 2.0
Steel Grey 62 93 124 1.7 2.0 2.0 2.3 1.5 2.0
Baltic Brown 62 93 124 1.7 2.0 2.0 2.3 1.5 2.0
Moonlight 62 93 124 1.7 2.0 2.0 2.3 1.5 2.0
New Veneziano 62 93 124 1.7 2.0 2.0 2.3 1.5 2.0
Group 2
Azul Platino 62 93 124 1.8 2.1 2.1 2.4 1.5 2.0
Kashmir White 62 93 124 1.8 2.1 2.1 2.4 1.5 2.0
Verde Ubatuba 62 93 124 1.7 2.0 2.0 2.3 1.5 2.0
Viscon White 62 93 124 1.8 2.1 2.1 2.4 1.5 2.0
Group 3
Nero Diamante 62 93 124 2.1 2.5 2.4 2.8 2.0 2.5
SA Bon Accord 62 93 124 2.1 2.5 2.4 2.8 2.0 2.5
Tan Brown 62 93 124 1.8 2.1 2.1 2.4 1.5 2.0
Group 4
Emerald Black 62 93 124 2.0 2.3 2.3 2.6 2.0 2.5
New Venetian Gold 62 93 124 1.8 2.1 2.1 2.4 1.5 2.0
Group 5
Nero Absoluto 67 99.5 134 2.1 2.5 2.4 2.8 2.0 2.5
Giallo Veneziano 62 93 124 1.8 2.1 2.1 2.4 1.5 2.0
Kashmir Gold 62 93 124 1.8 2.1 2.1 2.4 1.5 2.0

Group 6
Blue Pearl GT 62 93 124 2.0 2.3 2.3 2.6 2.0 2.5
Emerald Pearl 62 93 124 2.0 2.3 2.3 2.6 2.0 2.5
Matrix 62 93 124 1.7 2.0 2.0 2.3 1.5 2.0
Nero Bellissimo 62 93 124 1.8 2.1 2.1 2.4 1.5 2.0
Star Galaxy 67 99.5 134 2.1 2.5 2.4 2.8 2.0 2.5

Group 7
Antique Pearl 62 93 124 1.7 2.0 2.0 2.3 1.5 2.0
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Properties

• Timeless beauty

• Formed millions of years ago beneath the earths surface

• One of the hardest substances on earth

• More than 30 standard colours now available

• Ideal for kitchens and bathrooms

• Extremely hard wearing and won t scratch under normal use

Please contact us for samples of current stock, as we

cannot accept responsibility for differences between

samples and stock once your worksurface has been

manufactured.
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Caring for Natural Granite

Natural granite worksurfaces not only look very attractive and

exude quality; they are naturally hardwearing and will withstand

the rigours of everyday use.

One of the oldest, most durable and most respected of building

materials granite is ageless yet always contemporary. Granite is

an igneous rock formed as a result of the slow crystallisation of

molten magma at depth in the earth's crust. Uplift and erosion

has over millions of years resulted in this material outcropping at

the surface. The minerals which make up granite are generally

quartz, feldspars and various mafic minerals (amphiboles,

pyroxenes, micas and secondary materials). It is the size,

distribution and precise chemistry of these minerals which give

the granite its colour.

Like all fine materials, granite responds best when handled with

care and attention; while naturally stain resistant granites, in

common with all natural materials, are not stain proof. Any

spillage must be removed immediately from a granite

worksurface, delay could cause permanent damage.

Your Installation & Maintenance Kit contains all of the items

required to help keep your new worksurface in pristine condition.

Stone Guard is an anti-bactericidal surface cleaner specially

formulated to tackle grease and grime leaving surfaces sparkling

clean with a residual antibacterial effect.

Stone Seal formulated for protection of granite worktops.
Protects against stains caused by food and drinks such as coffee

and tea (etc). One application will guarantee protection for long

periods of time (subject to proper maintenance).

Important: Please read and follow instructions carefully before

using either of the above products. Always wear rubber gloves

when using chemicals to prevent any cracking, drying or other

reaction to your skin.

Sealing granite

• Although one of the least absorbent stones, granite can be

stained by grease, wine, coffee, sweet and sour, nicotine, fruit

juices, even champagne! Periodically, worktops should be re-

sealed to prevent damage occurring.

• Granite worktops are sealed during manufacture and upon

installation, then every 6 months using Stone Seal supplied in

the Care and Maintenance kit.

Every day cleaning

Remember, it is always easier to wipe up a spill than to have to

deal with a dried-on stain.

• Granite must not be rubbed with abrasive materials.

• Wipe the worksurface, with a damp cloth and the Stone Guard

cleaner, (supplied in the Maintenance Kit), to remove any oils

and fat. Buff dry with a soft white cloth (also in Kit).

• If any stains need further attention, allow the Stone Guard 30

seconds contact time, before wiping and rinsing.

• Drainer Grooves can be cleaned using a white, non-abrasive

pad.
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